
Ideal Use: Decorative Interior and exterior wall finishes for wood finish buildings and
houses.
Toxic Grade: Second Grade Petroleum. 
Specific Gravity: 0.90~1.10
Chemical Name: Mineral Split, DMC etc.., 50~70%
Finish Status: Permeating to the surface
Coat Color: Semi-matte
Flammability: Flammable
VOC Contents: 290g/L(Max)
Applicable surfaces: Wood
Drying time

Full-hardness: Over 2 days
Re-coat interval: 24 hours and over

Package/Theoretical Spreading Rate
3.3L/16~20㎡
16L/80~96㎡

Application Guide
Surface Preparation

Polish any uneven wooden surface(s) with a wood putty or sandpaper.  
Main Application

Evenly apply a coat of Cosmo Oil Stain on the surface and after drying off (Full-
hardness),
Apply the 2nd coat.
Gently rub the surface(s) with cloth(s) to clearly show the wood textures.

After application, remove any overcoat(s) on the surface(s).
Do not apply Cosmo Oil Stain to preservative treated woods as they don't absorb it.
Draw off any clothes, papers used for applying the Cosmo Oil Stain in a non-
flammable container. If they are wet, dry them first. 

General
Storage: Avoid direct sunlight and keep in dry & cool place under recommended
temperature between 5°C~35°C.
Packing: 3.3L/16L

Cautions
Thoroughly mix the content before applying.
Make sure to make the Cosmo Oil Stain to fully permeate on the surface(s) as the
result may vary due to the wood types.
Avoid applying in rainy, with highly humid days. 
Do not apply when the wood is wet.

COSMO STAIN is an only oil-based surface finish product of Seongan. Designed to prolong the
lifespan of wood materials, it has superior permeability, weatherproof, and storage safety
performances. Once applied, It features an excellent waterproof, repellency, and protection
against fungus or insects while providing a smooth glaze and colors on the wooden surface(s)
at the same time. 
 

COSMO OIL STAIN
Prolong the lifespan of wooden Material



Ideal Use: Wood color finishes for wooden houses, villas, door frames, furnitures, & wooden
blinds, etc.., 
Finish Status: Permeating to the surface
Coat texture: Semi-matte permeable
Coat finish: Clear translucent
Flammability: Non-Flammable
VOC Content: Less than 100g
Applicable surfaces: Wood
Drying time

Set-to-touch: Less than 30 min.
Full-hardness: Over 1 day(s)
Re-coat interval: Over 1 hour

Package/Theoretical Spreading Rate
3.78L/15㎡
18L/72㎡

Application Guide
Surface Preparation

Polish any uneven wooden surface(s) with a wood putty or sandpaper.  
Main Application

Evenly apply a coat of Cosmo Aqua Stain with a brush or roller, after drying off (Full-
hardness),
Apply the 2nd coat.
Gently rub the surface(s) with cloth(s) to clearly show the wood textures.

After application, remove any overcoat(s) on the surface(s).
Do not apply Cosmo Aqua Stain to preservative treated woods as they don't absorb
it.

General
Storage: Avoid direct sunlight and keep in dry & cool place under recommended
temperature between 5°C~35°C.
Packing: 3.78L/18L

Cautions
Thoroughly mix the content before applying.
Make sure to make the Cosmo Aqua Stain to fully permeate on the surface(s) as the
result may vary due to the wood types.
Avoid applying in rainy, with highly humid days. 
Do not apply when the wood is wet.

COSMO AQUA STAIN is an eco-friendly waterborne paint made from water-based urethane,
nano-size special pigments, & unique copolymerization acrylic resin etc.., with minimized VOC
contents. It has excellent waterproof, repellency, fungus & insect resistant, non-flammable and
strong adhesion properties. 
 

COSMO AQUA STAIN
Prolong the lifespan of wooden Material



Ideal Use: Concrete, cement mortar, brick surfaces etc.., where
you want to add the repellency and anti-whitening. 
Drying time

Dry-hard: Over 24 hrs.
Full-hardness: Over 48 hrs.

Package/Theoretical Spreading Rate (Based in 1 coat)
18L/60㎡

Application Guide
Surface Preparation

Completely remove any dirt, moisture, oil, & pollutants on
the surface(s). 
The concrete surface must be dried (surface water
content less than 6%) & aged for at least 28 days under
20°C and over and 80% of humidity. 
If there is an uncured cement or whitening parts, grind off
with electric tools.

Main Application
Evenly & fully apply a coat of Cosmo seal with a brush or
roller, before drying off,
Apply the 2nd coat.
Do not dilute the content.

Cosomo Seal is an environmental-friendly waterborne coating
made from special silicone emulsion. This VOC-free paint is
entirely harmless to the human body and 100% safe against
fire(fireproof). It also has excellent permeability, waterproof,
ventilation characteristics and is super durable so ideal to use
when you want to keep the original colors & textures of the
surface(s) for an extended period.
 

COSMO SEAL
Water Based Paint for Water Repellency


